KOSULLANDIRICILI CAYIR BICME MAKINASI
KE 265

DISC MOWER CONDITIONER
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Ani ¢arpmalara karsi makinayi Kolay ayarlanabilen arka Engebeli arazide bile rahat bir bicim yapmayi saglayan ortadan siispansiyon sistemi

koruyan emniyet sistemi merdane stkma ayari
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Collision safety system

Yol durumundaki emniyet uyari sistemleri

Security warning system for transportation Rapid transmission system Adjustable swath width with rear router caps Exclusive dEng”Et‘Z dfsbfs and reinforced
cutting bar

KE 265 KOSULLANDIRICILI CAYIR BICME MAKINASI KE 265 DISC MOWER CONDITIONER

Montaj Uc nokta baglantili _Mounting ——~ 3-Pointlinkage
Calisma Genisligi 2,65m Width {Workln 265m
Tasima genisligi 3,00m Width (Transport) 3,00m
Tasima Yiiksekligi 360m Height (Transport) 360m
Bicme disklerinin sayisi 6 Disk Number of Mowing Disc 6 Disc

Bicme bicaklarinin Saysi 12 Adet Number of Blades 12 Pcs.
Yiizey kapasitesi 2,6 ha/saat Acreage 26 ha/h

Tahrik devir sayisi 540 (devir/dakika) PTO Speed (rpm) 540(rpm)
Giig ihtiyaci 60 kW (80 PS) Power Requirement 60 ki (80 PS)
Agirlik 1300 kg (donanima bag degisken) Weight Approx. 1300 kg

Kesintisiz giiriilti seviyesi 91,4 dB(A) Noise Level 91,4 dB(A)

Namlu Genisligi 1,40m / 2.00m arasi Swath Width From 140cm to 2.00m
Kosullandirici W Tipi Kauguk Conditioner System W Rubber Type
Merdane Genisligi 2x200cm Roll Size 2x200cm

Yonlendirici Kapaklar (agik) 180cm Swath Width with Router Caps Open 180cm

Yonlendirici Kapaklar (kapall) 80cm Swath Width with Router Caps Close 80cm
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